Table W-4: 2001 Potential Carbon Dioxide Emissions

Apparent Consumption

Carbon Coefficients

Potential Emissions

Fuel Category Fuel Type (QBtu) (Tg Carbon/QBtu) (Tg CO, Eq.)
Solid Fuels Anthracite Coal 0.087 26.86 8.6
Bituminous Coal 14.817 25.86 1,405.0
Sub-bituminous Coal 7.084 26.26 682.1
Lignite 1.080 27.66 109.5
Coke 0.045 25.63 4.2
Unspecified (2.086) 25.34 (193.8)
GasFuds Natura Gas 22,943 14.47 1,217.3
Liquid Fuels Crude Oil 32.377 20.29 2,408.8
Nat Gas Liquidsand LRGs 2.685 16.99 167.2
Other Liquids 1.686 20.29 125.4
Motor Gasoline 1301 19.34 92.3
Aviation Gasoline 0.002 18.87 0.1
Kerosene 0.002 19.72 0.2
Jet Fuel (0.578) 19.33 (40.9)
Distillate Fuel 0.353 19.95 25.8
Residua Oil (0.089) 21.49 (7.0
Naphtha for petrochemical feedstocks 0.175 18.14 11.6
Petroleum Coke (0.794) 27.85 (81.1)
Other Oil for petrochemical feedstocks 0.303 19.95 22.2
Special Naphthas (0.018) 19.86 (1.3
Lubricants (0.048) 20.24 (3.6)
Waxes 0.000 19.81 0.0
Asphalt/Road Oil 0.081 20.62 6.1
Still Gas 0.000 17.51 0.0
Misc. Products 0.257 20.29 19.1
Total 5,977.9

Data Sources for Carbon Coefficients: Coal and lignite are from IPCC (1997); unspecified solid fuels are from EIA (2002b); natural gas and liquid fuels are from EIA

(2001).

Note: Totals may not sum due to independent rounding.



